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•  Input, Watt   ....................................... DC24V ,  36W/3’ 3.4”  (1Meter)
•  Dimming  ............................................. 0-10,  DMX, BT, WIFI
•  Beam Angle  ....................................... 110° 
•  Operation Temp(°F/°C)  ................... Ta : -13~122 / -25~50 
•  Expected Life Hours  ........................ 60000 Hrs

         •  Mounting Accessory   ....................... CR (Canopy +Rope), MCK(METAL CABLE KIT)

         •  FH Spectrum option                                                                                                                                              •  HC Spectrum option     

QPB P NeO
FEATURES
•  Compact pendant with constant current circuit for steady 
   lumen output along the strip.
•  Low UGR thanks to micro baffle or louver on fixtures
•  Asymmetrical tilt option designed for wall wash or wall spot.
•  Supreme consistency in beam spread and dust protection with 
    UV stabilized opaque cover. IP40
•  Maximized evenness of CCT and brightness by professional 
    bin management.
•  Wide range of CCT options(2700K ~ 7000K), dual white.
•  HCRI 95 option / HCRI 97 ( with R9>85) option with balanced spectrum.
•  A short linear increment for precise fitting.
•  Bespoke option for CCT, CRI, Watt and more.

Preliminary Data
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HCRI in Full Spectrum 3000K (Ra : 97, R9 : 90)
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SPECIFICATION
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IP40
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! LED 60000
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dual whiteIP40
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Protection

PROTECTED LOT TRACEABILITY BESPOKE PRODUCTION DIMMING COMPATIBILITY A VERY DURABLE LIFE COLOR OPTIONS
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ORDER CODE  EXAMPLES

CRI CHIP TYPE
(FACTORY CODE)
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NAME 

BEAM 
ANGLE

T C2 M

TYPE OF 
FEED ON FIXTURE

CR
MCK

IP RATE DIFFUSER 
TYPE

FEED 
POSITION

FIXTURE 
FINISH

MOUNTING BESPOKE
NOTE

N
B

R#

*

DC24V See the table
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N DS

N
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 BEAM ANGLE

Blank : CRI 85
H : CRI 95 (typ)
FH : CRI 97(typ)
HC : Human Centric

BLANK  : US unit
(M)* : Metric unit

QPN 1
QPN 2
QPN 3
QPN 4

C2 : IP40 M : DIFFUSEDT : TOP

N : NORMAL ANODIZED
B : BLACK ANODIZED
R# : RAL # POWDER COATED

S

S : SINGLE END 
LEAD(LW)

CR : CANOPY 
       + STEEL ROPE
MCK : METAL CABLE KIT

1              2            3                4            5            6             7            8         9       �      �           �            �             �            �             �            �

300

600

900

1200

1500  cd/klm 

120180Gamma Angles

0 3015 1530

45

60

75

90

105

45

60

75

90

105

 cd/klm 

120180Gamma Angles

0 3015 1530

45

60

75

90

105

45

60

75

90

105

150

300

450

600

750

200

400

600

800

1000  cd/klm 

120180Gamma Angles

0 3015 1530

45

60

75

90

105

45

60

75

90

105

30?

45?

60?

45o 60o 75o

1.7
5"

(4
4.5

)

1.14"(29.0)

1.8
2"

(4
6.2

)

1.32"(33.5)

1.8
3"

(4
6.5

)

1.27"(32.3)

1.9
3"

(4
9.0

)

1.14"(29.0)

A A 

C C 

BB

D D 



www.acrosentec.com
129 

* Data is subject to change without notice for improvment

* Data is subject to change without notice for improvment

1              2            3                4            5            6             7            8         9       �      �           �            �             �            �             �            �

QPB P NeO Type 1,2 A-◇(H)-1HC2-24-280-□
-*-QPN1*C2*

A-◆(H)◇-1HC2-24-280-□
-*-QPN1*C2*

A-◇(H)-1HC3-24-90-□-*-
QPN2*C2*

A-◆(H)◇-1HC3-24-90-□-*-
QPN2*C2*

 DRAWING ID (See the dimension) AA BB

Lumen /  Ft   |    Meter 
(CRI typ 85)

6500K, 5600K 1031 3381 544 / CCT 1785 / CCT 1031 3630 - 1805 / CCT

4000K, 3500K 993 3258 - - 993 3498 - 1805 / CCT

3000K 881 2890 - - 881 3102 - -

2700K 862 2828 455 / CCT 1493 / CCT 862 3036 - 1670 / CCT

2450K - - - - - - - -

2200K - - - - - - - -

2000K - - - - - - - -

Lumen /  Ft   |    Meter 
(CRI typ 95

6500K, 5600K 853 2797 450 / CCT 1476 / CCT 853 2797 415 / CCT 1478 / CCT

4000K, 3500K 797 2613 - - 797 2613 - 1478 / CCT

3000K 694 2275 - - 694 2275 - -

2700K 665 2183 351 1152 / CCT 665 2183 324 / CCT 1337/ CCT

Power Consumption (Watt) /  Ft  | MTR 11.0 36.0 5.8 / CCT 19.0 / CCT 11.0 36.0 5.8 / CCT 19.0 / CCT

5 Input Volt(DC) 24V

Max PCB length of a single product (ft/mm)
(6 PCB increment x  7Max Multiplier )

7' 4 37/64"   /  2250
(280mm x 8)

7' 4 37/64"   /  2250
(280mm x 8)

7' 4 37/64"   /  2430
(90mm x 27)

7' 4 37/64"   /  2430
(90mm x 27)

Max Serial run of products (ft/mm) 7' 4 37/64"   /  2250 7' 4 37/64"   /  2250  7' 11 43/64"   /  2430  7' 11 43/64"   /  2430

8 Total Product Length 280 x (1 to 8) +5mm 280 x (1 to 8) +5mm Multiple of  3.54” (90) Multiple of  3.54” (90)

� Beam Angle 45°,      60  °,      75  ° 45  ° 45°,      60  °,      75  ° 45  ° 

Feed Accessory �  TYPE OF FEED ON FIXTURE : LW       WG3, WG5

� Fixture Finish FIXTURE (Main body) : ANODIZED, BLACK, WHITE,      BRACKET : METALIC

� Power Feed Position TOP

Temp(°F / °C) Tc 140 / 60

Net Wt / Ft(lb)  | MTR(Kg)              (Main fixture, Rod not included) 1.2lbs/Ft 1.8Kg/ MTR 1.2lbs/Ft 1.8Kg/ MTR 1.2lbs/Ft 1.8Kg/ MTR 1.2lbs/Ft 1.8Kg/ MTR

QPB P NeO Type 3,4 A-◇(H)-1HC3-24-90-□-*-
QPN3*C2*

A-◆(H)◇-1HC3-24-90-□-*-
QPN3*C2*

A-◇(H)-1C0-24-50-□-*-
QPN4*C2*

A-◆(H)◇-1C0-24-50-□-*-
QPN4*C2*

 DRAWING ID (See the dimension) CC DD

Lumen /  Ft   |    Meter 
(CRI typ 85)

6500K, 5600K 1031 3381 544 / CCT 1785 / CCT 1031 3630 - 1805 / CCT

4000K, 3500K 993 3258 - - 993 3498 - 1805 / CCT

3000K 881 2890 - - 881 3102 - -

2700K 862 2828 455 / CCT 1493 / CCT 862 3036 - 1670 / CCT

2450K - - - - - - - -

2200K - - - - - - - -

2000K - - - - - - - -

Lumen /  Ft   |    Meter 
(CRI typ 95

6500K, 5600K 853 2797 450 / CCT 1476 / CCT 853 2797 415 / CCT 1478 / CCT

4000K, 3500K 797 2613 - - 797 2613 - 1478 / CCT

3000K 694 2275 - - 694 2275 - -

2700K 665 2183 351 / CCT 1152 / CCT 665 2183 324 / CCT 1337/ CCT

Power Consumption (Watt) /  Ft  | MTR 11.0 36.0 5.8 / CCT 19.0 / CCT 11.0 36.0 5.8 / CCT 19.0 / CCT

5 Input Volt(DC) 24V

Max PCB length of a single product (ft/mm)
(6 PCB increment x  7Max Multiplier )

 7' 11 43/64"   /  2430  7' 11 43/64"   /  2430
7' 4 37/64"   /  2430

(90mm x 27)
7' 4 37/64"   /  2430

(90mm x 27)

Max Serial run of products (ft/mm) Multiple of  3.54” (90) Multiple of  3.54” (90)  7' 11 43/64"   /  2430  7' 11 43/64"   /  2430

8 Total Product Length Multiple of  3.54” (90) Multiple of  3.54” (90) Multiple of  1.97” (50) + 0.39” (10) Multiple of  1.97” (50) + 0.39” (10)

� Beam Angle 10°, 10*20°, 25°, 30°, 40° , 60°, 15x45° 10˚, 15˚, 25˚, 30˚, 40˚, 60˚ 70° 70°

Feed Accessory �  TYPE OF FEED ON FIXTURE : LW       WG3, WG5

� Fixture Finish FIXTURE (Main body) : ANODIZED, BLACK, WHITE,      BRACKET : METALIC

� Power Feed Position TOP

Temp(°F / °C) Tc 140 / 60

Net Wt / Ft(lb)  | MTR(Kg)              (Main fixture, Rod not included) 1.2lbs/Ft 1.8Kg/ MTR 1.2lbs/Ft 1.8Kg/ MTR 1.2lbs/Ft 1.8Kg/ MTR 1.2lbs/Ft 1.8Kg/ MTR
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DIMENSION
 (inch / mm)

1.7
5"

(4
4.5

)

1.14"(29.0)

1.8
2"

(4
6.2

)

1.32"(33.5)

1.8
3"

(4
6.5

)

1.27"(32.3)

       11 7/32",      1' 10 1/4",      2' 9 17/64" ,      3' 819/64" ,  
  

Product length (280mm x (1 to 8) +5mm) : 8 lengths are available  

 4' 7 5/16",     5' 6 11/32",      6' 5 23/64",      7' 4 25/64" 
 

0.79"(20.0)

Product length :  Multiple of  3.54” (90) , Min (10 5/8" ), Max ( 7' 11 43/64") 

Product length :  Multiple of  3.54” (90) , Min (10 5/8" ), Max ( 7' 11 43/64") 
1.18"(30.0)

1.18"(30.0)

1.97"(50)

1.97"(50)

1.97"(50)

1.9
3"

(4
9.0

)

1.14"(29.0)

Product length :  Multiple of  1.97” (50) + 0.39” (10) , Min (10 5/8" ), Max (8' 29/64" ) 
0.28"(7.2)

1.97"(50)

A-◇(H)-1HC2-24-280-□-*-QPN1*C2*

A-◇(H)-1HC3-24-90-□-*-QPN2*C2*

A-◇(H)-1HC3-24-90-□-*-QPN3*C2*

A A 

B B 

C C 

DD

A-◆(H)◇-1HC2-24-280-□-*-QPN1*C2*

A-◆(H)◇-1HC3-24-90-□-*-QPN2*C2*

A-◆(H)◇-1HC3-24-90-□-*-QPN3*C2*

A-◆(H)◇(H)-1C0-24-50-□-*-QPN4*C2*


